
 
GUJARAT GOKUL POWER LIMITED  

1

  
SURVEY & SOIL INVESTIGATION

   
            Gujarat Gokul Power Ltd. is setting up a 135 MW pit-head Lignite- based  

power station near Tadkeshwar, Dist. Surat. Experienced agencies are required  
to carry  out the work of Survey and Soil Investigation in the selected area.   

PLOT PLAN /LAYOUT PLAN is  attached, as Annexure-I 
             The site is located at Nani Naroli, Near Tadkeshwar, Tal. Mangrol, Dist. Surat. 
             Total Area of the plot is 60 Ha.   

The Scope of work is as follows: 
         1. Digital contour survey 
         2.  Soil Investigation   

       1.0   Contour Survey 
                           
       1.1   The site is located at Nani Naroli, Near Tadkeshwar, Tal. Mangrol, Dist. Surat.  

       1.2   Digital contour survey and exact measurement of plot giving details of  
               features like depressions, waterways, nallas & any other features on site, 
               boundary demarcation line.  

       1.3   All the details of survey including contours are to be mapped in soft form.  

       1.4    The report of the survey is to be submitted in hard & soft copy in 3 sets on   
               completion of the work.  

       1.5   All the equipments, levels, tables etc. required for this survey shall be in your 
               scope.  

       1.6   You shall depute one qualified & experienced site in-charge responsible for all  
                the survey activities required to be carried on site.  

       1.7   Time period for completion of the work – one month from the date of issue of   
             Work order.  

        
        2.0   Soil Investigation  

        2.1  The work will comprise of boring/drilling holes on land. The bores shall be   
              Drilled at a an approximate grid of 250 x 250 mtrs. All the holes will be   
              Terminated at a depth of about 20 mtrs. In the main plant block of the area, the 

               grid will be 100x100 m or as directed by the client during the course of  
               execution of the assignment.  
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         2.2   In addition to drilling the holes, the work shall include   

        1)     Conducting standard penetration test, disturbed & un-disturbed  
                            sampling. 
                    2)      Laboratory test and submitting reports.  

        2.3   A deposit having field `N’ value upto 50 will be considered as soil and above  
                50,  as rock.  

        2.4   The rotary technique will be adopted to drill holes through soil and rock. The   
               rotary boring machine with accessories, diesel pump etc. and its consumables  

                shall be in the scope of the contractor.  

        2.5   Diameter of a hole in soil will be about 125mm and that in rock will be  
                76mm.  

        2.6   Drilling in rock will be carried out using a triple-tube core barrel fitted with  
                diamond bit.  

        2.7   Casings upto a suitable depth or drilling mud will be used to prevent caving of  
                 unstable material. Water or drilling mud will be used as required to flush the 
                 hole.  

        2.8   Standard penetration text (SPT) in soil and in weak, weathered/decomposed  
                 rock. In soil the test will be conducted a m spacing and in rock spacing will  
                depend on rock quality. Samples recovered from the split barrel will be 
                 preserved in polythene bags as disturbed samples.  

        2.9   In cohesive soils with SPT N-value upto 20 some SPTs will be replaced by  
                Undisturbed soil samples (UDS). UDS will be recovered by driving 90mm  
                Diameter sample tube having about 20% area ratio and attached to an open- 
                Drive sampler.  

       2.10   Selected soil / rock samples will be tested for various properties. Chemical  
                 Analysis will be conducted to determine PH and total soluble sulphates and  
                 Chlorides only.  

       2.11   All the consumables including water etc. will have to be arranged by the 
                 Contractor.   

3.0 A report in 3 copies in soft and hard format will be submitted.   

4.0     Please see General Terms and Conditions at Annexure-2.. 
. 
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5.0   Bid Submission date  

            Please submit your bids on or before 1st October, 2007.  

6.0  Bid Format    

       I.   Bidders to submit a statement indicating their experience of carrying out 
            similar works including a list of machinery and equipment, qualified and   
            experienced personnel etc. available with them.  

       II.  1) Prices for Part 1 ( Survey ) and part 2 ( Soil investigation ) are to be  
                 submitted separately.  

            2) Prices for survey should be in cost per Ha including Reports.  

            3) Prices for Soil Investigation will be shown as : 
                                  Cost of Drilling per meter, all inclusive 
                                  Cost of individual tests 
                                  Cost of Reports    

7.0 Offers are to be submitted to :        

GUJARAT GOKUL POWER LTD. 
3RD FLOOR, “GOKUL HOUSE”, 
43, SHRIMALI SOCIETY, NAVARANGPURA, 
AHMEDABAD -380009. GUJARAT.
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ANNEXURE-1          
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ANNEXURE-1(a)  

Project Site                  


